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Preheats the engine to eliminate cold
starts and extends engine life.

Accelerates and maintains window
defrosting & defogging.

Provides in-duty supplemental heat for
increased driver and passenger comfort.

Reduces vehicle emissions and eliminates
unnecessary idling.

Stops white smoke at engine start-up
and eliminates diesel knock.

1" water connections.

High-capacity water pump for increased
heat distribution. '

Built-in bleed valve to purge air from system.

Manufactured in North America

Because Webasto heaters reduce the need to idle, less fuel is
consumed. Less fuel used...lower operational costs.

Specifications

Heat Output:

Fuel Type:

Fuel Consumption:
Rated Voltage:
Power Draw:
Dimensions:

Heater Weight:
Weight w/Enclosure:

45,000 Btu/h (13.1 kw)

Diesel

0.4 gal/h (1.51 I/h)

12 Volts

9.5 Amps @12V (114W) w/coolant pump
L 23" x W 8-1/16" x H 10"

L 584mm x W 205mm x H 228mm

33 Ibs. (15 kg)

65 Ibs. (29.5 kg)

Technical data is subject to +/- 10% variance

Bringing the engine’s coolant temperature to over 180°F insures
a warm start. This contributes to reduced vehicle emissions at
start-up and extended engine life cycle.






